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ADJUSTABLE  COB LED DOWNLIGHT



Feature

Temperature
• Operating temperature: -20°C~+40°C 
• Storage temperature: -30°C~+60°C 

IP20 COB DOWN LIGHT

Can be made gimble/adjustable.

BEST  DIMMING

Supply TRIAC, 0~10V and DALI dimming type, compatible with C-BUS

 system as well as leading edge trailing edge and universal dimming.

LED CHIP

CREE COB with CRI up to 80 creating very smooth harmonious 

lighting effect.

LOW TEMPERATURE

Thick aluminum die casting fixture allows very low temperature.



SPECIFICATION
Model KLM-

ANDL-7W
KLM-

ANDL-9/12W
KLM-

ANDL-9/12W
KLM-

ANDL-12/15
W

KLM-
ANDL-20/25

W

KLM-
ANDL-30W

KLM-
ANDL-30W

KLM-
ANDL-50W

KLM-
ANDL-55W

Power 7W 9/12W 9/12W 12/15W 20/25W 30W 30W 50W 55W

Input 
Voltage AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

Frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

Material 6063 
Aluminium

6063 
Aluminium

6063 
Aluminium

6063 
Aluminium

6063 
Aluminium 6063 Aluminium 6063 Aluminium 6063 

Aluminium 6063 Aluminium

Size Φ95*59MM Φ95*81MM Φ110*88MM Φ115*83MM Φ140*118MM Φ180*128.5MM Φ180*148.5MM Φ193*129MM Φ193*159MM

Cut hole Φ70MM Φ70MM Φ80MM Φ95MM Φ110MM Φ145MM Φ145MM Φ158MM Φ158MM

Led Brand CREE CREE CREE CREE CREE CREE CREE CREE CREE

CRI RA>80 RA>80 RA>80 RA>80 RA>80 RA>80 RA>80 RA>80 RA>80

Lumen 90LM/W 90LM/W 90LM/W 90LM/W 90LM/W 90LM/W 90LM/W 90LM/W 90LM/W

Beam angle 30° 30° 36° 15°  24°  38°  
60° 24°  60° 15°  24°  38°  

60° 
15°  24°  38°  

60° 24°  60° 40°  60° 

IP rate IP20 IP20 IP20 IP20 IP20 IP20 IP20 IP20 IP20

Life time 40,000hrs 40,000hrs 40,000hrs 40,000hrs 40,000hrs 40,000hrs 40,000hrs 40,000hrs 40,000hrs

Warranty 3Year 3Year 3Year 3Year 3Year 3Year 3Year 3Year 3Year


